
GIBSON PARTS & EQUIPMENT 

Table Blasters 

 

DISTRIBUTED BY 

CRW FINISHING, INC. 

1470 W. Jeffrey Drive 

Addison, IL  60101 

630-495-4994 

 

Gibson 36" Power Table Blast 
 

 

(1) Oscillating 5 Hp Direct Drive Blast Wheel  

1,000 lb. Load Capacity 

Digital Blast Cycle Timer 

Hour Meter, Amp Meter - Air Wash Separator  

Optimum Blast Coverage 36" Diameter or Diagonal 29" High 

Options: 

Cast Alloy Cabinet Liners 

Rotary Screen 

Variable Frequency Drive Blast Wheel 

 

Gibson 36" Table Blast 
 

 

(1) 7.5 Hp Direct Drive Blast Wheel 

1,000 lb. Load Capacity 

Dial Blast Cycle Timer 

Hour Meter, Amp Meter 

Optimum Blast Coverage 36" Diameter or Diagonal 12" High 

Options: 

Cast Alloy Cabinet Liners 

2nd Blast Wheel = (2) 5Hp 

Rotary Screen 

Variable Frequency Drive Blast Wheel 

 

Gibson 48" New Style Table Blast 
 

 

(1) 15 Hp Direct Drive Blast Wheel 

5,000 lb. Load Capacity 

Dial Blast Cycle Timer 

Hour Meter, Amp Meter 

Work Table Accessible by Overhead Hoist 

Work dimensions:  48" diameter x 28" high  

Options: 

Cast Alloy Cabinet Liners 

Variable Frequency Drive Blast Wheel 



Gibson 48" Loop Style Table Blast 
 

 

(1) 15 Hp Direct Drive Blast Wheel 

5,000 lb. Load Capacity 

Dial Blast Cycle Timer 

Hour Meter, Amp Meter 

Work Table Accessible by Overhead Hoist 

Work dimensions:  48" diameter x 28" high  

Options: 

Cast Alloy Cabinet Liners 

2nd Blast Wheel = (1) 10Hp & (1) 5Hp 

Variable Frequency Drive Blast Wheel 

 

Gibson 60" Standard Table Blast 

 

(1) 20Hp Direct Drive Blast Wheel  

6,000 lb. Load Capacity 

Work dimensions: 60" diameter x 31.5" high  

Options: 

Cast Alloy Cabinet Liners 

Auto Abrasive Adder Hopper 

(2) 7.5Hp Direct Drive Blast Wheels 

(2) 10 Hp Direct Drive Blast Wheels 

Variable Frequency Drive Blast Wheels  

Gibson 60" XT Table Blast 

Versatile machine 

 

(2) 7.5 Hp Direct Drive Blast Wheel  

6,000 lb. Load Capacity 

Work dimensions: 60" diameter x 52" high  

Options: 

Cast Alloy Cabinet Liners 

Auto Abrasive Adder Hopper 

(2) 10 Hp Direct Drive Blast Wheels 

Variable Frequency Drive Blast Wheels  

Gibson 72" Table Blast 

 

(1) 20 Hp Direct Drive Blast Wheel 

6,000 lb. Load Capacity 

Work dimensions:  72" diameter x 25" at outer edge  

x 31" high at center  

Options: 

Cast Alloy Cabinet Liners  

(2) 10 Hp Direct Drive Blast Wheels 

Variable Frequency Drive Blast Wheels 

 



 

Gibson 84" Table Blast 

 

(3) 15Hp Direct Drive Blast Wheel 

10,000 lb. Load Capacity 

Work dimensions:  84" diameter x 60" high 

V-notched top for center crane loading 
 

 

Gibson 96" Table Blast 

 

(2) 30 Hp Direct Drive Blast Wheels 

18,000 lb. Load Capacity 

Work dimensions:  98" diameter x 52" high  

Options: 

Cast Alloy Lined Cabinet Walls 

(3) 20 Hp Direct Drive Blast Wheels 
 

 
 


