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BURNISHING COMPOUND 
 
 
APPLICATION: 
 
ROTO-BRITE® L-547 was developed to clean and burnish a wide variety of metals.  It will develop 
a bright lustrous finish on zinc, steel, copper, brass and aluminum. Recommended usage rate is one 
ounce per gallon of water. 
 
CHARACTERISTICS: 
 

 Excellent burnishing on a wide variety of metals 
 Will inhibit steel media during use and overnight 
 Medium to high foam level 
 Completely biodegradable 

 
PROPERTIES: 
 

 Green liquid, bland odor 
 Density = 1.04 gm/cc; 8.7 pounds/gallon 
 Concentrate pH = 3.8; at 1% in distilled water, pH = 5.0 
 Does not contain phosphates, chromates or nitrites 

 
FIRST AID: 
 
In case of contact, wash exposed area with water.  For eyes, flush with water for at least 15 minutes; 
if severe, get medical help promptly. 
 
CAUTION: 
 
ROTO-BRITE® L-547 is an industrial grade product.  Avoid excessive contact with skin, eyes, or 
clothing. 
 
 
The data presented are believed accurate.  Roto-Finish Company, Inc. can guarantee only its product.  User must verify suitability to his 
own application.          KJE/jh 04/07/05 
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